MADDEN 3", .032" RISER PAN ROOF OPEN/SCREEN PATIO MASTER PLAN SHEET

PAN ROOF OPEN PATIO >

OPEN PATIO CONCRETE DECK ANCHORING DETAIL
(CHOOSE ONE OPTION)

3X3 (2) 2"x3"x3" DEEP x0.125"
MIN. ANGLES WITH (2) %"x13," EMBED.
COLUMN TAPCONS 2%" APART & FROM EDGE
PER & (6) #14 SMS TO COLUMN 3"
TABLE APART, %" FROM ANGLE EDGES,
2,52 ONE EACH SIDE OF COLUMN, OR

(2) %" THRUBOLTS THROUGH BOTH
ANGLE LEGS AND COLUMN

THIS CONNECTION VALID FOR
MAXIMUM 11'-0" SPAN AND

MAXIMUM 10'-0" COLUMN
SPACING

EXIST. 4" CONCRETE SLAB.

GENERAL NOTES

1) THIS DOCUMENT SHALL NOT BE USED OR REPRODUCED WITHOUT THE ORIGINAL SIGNATURE &
RAISED SEAL OF FRANK L. BENNARDO, P.E. & MUST HAVE 'MADDEN MFG' IN RED ACROSS THE FACE OF
THIS DRAWING.

2) THIS STRUCTURE HAS BEEN DESIGNED AND SHALL BE FABRICATED IN ACCORDANCE WITH THE |_I<_U. n>_nﬂ_nﬂ< mm>_/\_ m_U_IHnm Uml_l>H_l

MINIMUM REQUIREMENTS OF THE 2001 FLORIDA BUILDING CODE. CONTRACTOR SHALL INVESTIGATE
AND CONFORM TO ALL LOCAL BUILDING CODE AMENDMENTS WHICH MAY APPLY. DESIGN CRITERIA OR
SPANS BEYOND STATED HEREIN MAY REQUIRE ADD'L SITE SPECIFIC SEALED ENGINEERING.

3) ALL LOADS BASED ON 61% MINIMUM SCREEN OPENING & FLAT OR ROUND SPLINE.

4) THIS STRUCTURE IS FREESTANDING AND SELF-SUPPORTING AND IMPOSSES NO ADDITIONAL LOADS
ON THE EXISTING MOBILE HOME. NO WARRANTY, EITHER EXPRESSED OR IMPLIED, IS CONTAINED

HEREIN.

5) ALUMINUM PAN ROOF ALLOYS SHALL BE CONSTRUCTED USING TYPE 3105-H14 ALUMINUM FACINGS,
YEILD STRESS=22KSI USED IN DESIGN.

6) ALL EXTRUSIONS SHALL BE ALUMINUM ALLOY TYPE 6063-T6 ALLOY ONLY. CONTRACTOR TO VERIFY CARRY BEAM SPLICE AT
ALL EXTRUSION WALL THICKNESSES MEET OR EXCEED VALUES SHOWN ON THIS SHEET. COLUMNS ONLY, (2) %" ©

THRU 3 LUMN
7) ALL FASTENERS TO BE 2024-T4 ALLOY, NON-MAGNETIC STAINLESS STEEL, OR CADMIUM PLATED OR (LOCATION MAY
OTHERWISE CORROSION RESISTANT MATERIAL AND SHALL COMPLY WITH 5.1.1C, SPECIFICATIONS FOR VARY)

ALUM. STRUCTURES - SECTION 1, THE ALUMINUM ASSOCIATION, INC., & APPLICABLE FEDERAL, STATE,
AND LOCAL CODES.

8) THE CONTRACTOR IS RESPONSIBLE TO INSULATE ALUMINUM MEMBERS FROM DISSIMILAR METALS TO
PREVENT ELECTROLYSIS.

9) ENGINEER SEAL AFFIXED HERETO VALIDATES STRUCTURAL DESIGN AS SHOWN ONLY. USE OF THIS
SPECIFICATION BY CONTRACTOR, et al. INDEMNIFIES AND SAVES HARMLESS THIS ENGINEER FOR ALL
COSTS AND DAMAGES INCLUDING LEGAL FEES AND APPELLATE FEES RESULTING FROM MATERIAL
FABRICATION, SYSTEM ERECTION, AND CONSTRUCTION PRACTICES BEYOND THAT WHICH IS CALLED
FOR BY LOCAL, STATE, AND FEDERAL CODES AND FROM DEVIATIONS OF THIS PLAN.

10) EXCEPT AS EXPRESSLY PROVIDED IN THIS SPECIFICATION, NO ADDITIONAL CERTIFICATIONS OR
AFFIRMATIONS ARE INTENDED.

** ALTERATIONS, ADDITIONS, HIGHLIGHTING, OR OTHER MARKINGS TO THIS DOCUMENT ARE NOT
PERMITTED AND INVALIDATE OUR CERTIFICATION.




